
 

Spinner With Net
JCR30

Structure, Metal: galvanised and powder-coated posts. Resistant to corrosion, wear and
vandalism.

A=Ø6100mm 29.70m2 1.93m 4
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https://benito.com/en/download/maintenance-plan
https://benito.com/en/download/JCR30_FP.pdf-FP
https://benito.com/en/download/3d-jcr30
https://benito.com/en/download/bcert-en1176-005-enpdf-ce
https://benito.com/en/download/cat-benito-urban
https://benito.com/en/download/cat-benito-urban
https://benito.com/en/download/JCR30_INS.pdf-MU
https://benito.com/en/download/JCR30_INS.pdf-MU
https://benito.com/img/productes/imgProducte/JCR30_1400.png


Materials:

Nets, Anti-vandal reinforced rope: Ø 16mm, 6 twisted steel cables, covered in polypropylene. High durability connectors.

Fixings: electro galvanised and stainless steel quality 8.8 DIN267, AISI-304.

None of the materials requires a specific treatment for its disposal.
If the product is subject to severe use, maintenance should be increased.
Don’t use the product before the installation/maintenance is ready.
Please check the maintenance instructions.

Biggest part (mm): / Heaviest part (kg):

IMPACT ZONE: security area and ground coverings according to the EN1176-1:2017 standard.

Spare parts availability: 10 years.

Ground anchoring screws not included.

Playful features:

T
he

 c
on

st
an

t i
m

pr
ov

em
en

t a
nd

 e
vo

lu
tio

n 
of

 o
ur

 p
ro

du
ct

s 
m

ay
 r

es
ul

t i
n 

so
m

e 
m

od
ifi

ca
tio

ns
 o

f t
he

 te
ch

ni
ca

l s
pe

ci
fic

at
io

ns
 a

nd
 c

ha
ra

ct
er

is
tic

s 
of

 th
e 

pr
od

uc
ts

 w
ith

ou
t p

rio
r 

no
tic

e.


