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Prodotto Descrizione

JPIN03 Three
Linea di combinati realizzati con materiali esenti da manutenzione, con l'innovativo montante ad estrusione
mista a base di alluminio e polimero, i gradini in alluminio monoblocco o le pedane in polimero
antiscivolo. Una perfetta industrializzazione per una linea dove non è stato risparmiato un solo dettaglio di
design e che comprende molte parti inclusive.

Scheda Tecnica    Certificato    Certificato   

JL1011000 METAL 1 tavoletta 1 gabbia
Altalena doppia in acciaio con un seggiolino a tavoletta ed uno a gabbia.

Scheda Tecnica    Certificato    Certificato   

JPV402 Loop 3
Struttura in metallo: acciaio galvanizzato a caldo e verniciato a polveri, con grande resistenza
all'abrasione, alla corrosione e agli agenti atmosferici.

Scheda Tecnica    Certificato    Certificato   

https://benito.com/it/download/BENITO_data-sheet-JPIN03
https://benito.com/it/download/BENITO_carta-ac-0001-enpdf-ce
https://benito.com/it/download/BENITO_bcert-en1176-006-enpdf-ce
https://benito.com/it/download/BENITO_data-sheet-JL1011000
https://benito.com/it/download/BENITO_CERT-EN1176-0042.pdf-CE
https://benito.com/it/download/BENITO_bcert-en1176-007-enpdf-ce
https://benito.com/it/download/BENITO_data-sheet-JPV402
https://benito.com/it/download/BENITO_carta-ac-0002-enpdf-ce
https://benito.com/it/download/BENITO_bcert-en1176-003-enpdf-ce

