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Regulations and certifications:

|Sb ISO |Sb |Sb
9001 @ 14001 @

STIL side-less bench canopy, overall dimensions (length x width x height) 157.48x79.53x106.14", made of polished AlISI-304
stainless steel, with a side-less bench . Roof panel (injected galvanized and pre-lacquered polyurethane) with three
3.15x3.15" pillars, brackets for fixing, and horizontal profiles for enclosure with laminated safety glass. Delivered as a kit
with accessories and assembly instructions. Recommended anchoring: embedded in the ground.

Materials & Finishes:

Steel with a hot-dip galvanizing treatment to protect it from corrosion. Our galvanizing process complies with the UNE EN 1SO
1461:2009 standard and involves immersion in a crucible of molten zinc at 450°C, during which a reaction occurs between zinc and
steel resulting in different layers of alloy between the two metals, culminating in an external coating of pure zinc. To ensure proper
application of the process, it is essential to subject the pieces to a preliminary process of degreasing, pickling, and fluxing.

Ref. A B H Wit
MAO1 157.48" 79.53" 106.14" 2 Lbs
MAO01/1 157.48" 79.53" 106.14" 2 Lbs
MAOQ1/2 157.48" 79.53" 106.14" 2 Lbs

B E N IT info@benito.com
tel. 93 852 1000

V. 2026-09-21 | The constant improvement and evolution of our products may result in some modifications of the technical specifications and characteristics of the products without prior notice.



MAO1

Marquee Stil

Downloads: Project sheet | Mounting instructions |
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BENITO


https://benito.com/us-en/download/BENITO_fitxa-projecte-ma01
https://benito.com/us-en/download/BENITO_MA01-1-Ins
https://benito.com/us-en/download/BENITO_MA01-1-Ins

