VVBA84

Fence

v d
ST. ANDRE
Regulations and certifications:
IS0 150 S0 150
9001 @ 14001 <4500
M10 bolts

fixing

Fence ST ANDRE, total dimensions (length x height x depth) 64.57x44.49x7.87", made of steel (treated with the Ferrus
process, the triple-layer protection for iron, which guarantees optimal corrosion resistance) + black polyester. Prepared for
anchoring in concrete (not included).

Materials & Finishes:

Steel with FERRUS treatment: an iron protection process that ensures optimal corrosion resistance. The Ferrus treatment consists
of three layers applied after cleaning all dirt and impurities using shot blasting, and it involves an electrolytic bath followed by an epoxy
primer and a final coating of polyester powder paint.

ST. ANDRE AMOVIBLE
VVBA84M-1

Ref. A H H1 Wt
T VVBA84 33.07" 44.49" 36.61" 41 Lbs
VVBA164 64.57" 44.49" 36.61" 52 Lbs

H1
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V. 2026-03-10 | The constant improvement and evolution of our products may result in some modifications of the technical specifications and characteristics of the products without prior notice.
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Downloads: Project sheet | Mounting instructions |
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https://benito.com/us-en/download/BENITO_VVBA164_FP.pdf
https://benito.com/us-en/download/BENITO_VVBA164-MU
https://benito.com/us-en/download/BENITO_VVBA164-MU

